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STATE OF NORTH CAROL INA 5895-L~1

DEPARTMENT OF ADMINISTRAT (ON Amendment No. |
PURCHASE AND CONTRACT DIVISICN December 11, 1964
AMENDMENT ¥
SPEC IF ICAT {ONS
FOR

LANGUAGE LABORATORY

(This Amendment, which forms a part of Specification 5895~L-| dated December 11,
1964, has been approved by the Standardizaticn Committee for the use of all

State Agencies.)

|. Article V, Section A, paragraph 2, sub-paragraph b(€), page 14 delete the
entire sub-paragraph and substitute the following:

(6) Switching shall be provided to permit monitoring &nd
intercommunication with any individual student. Likewise
switching shall be provided to permit mon itoring and
communication with (a) any row of students; (b) any com-
bination of individuals and rows (program call); (c} the
entire class at one time (all call),

2. Article V, Section B, paragraph 2, page |15. Requirement for glass fronts
in the student booth now reads i/4" safety plate glass. Change to read
| /4" safety sheet glass,

3, Article V1, Section B,'paragraph 4, sub-parégraph b, rage 20. Per formance
standard for earphone at console now reads Plastic Mold & Engineering
LT-500. Change to read LT-100,

4. Article VI, Section B, paragraph 5, sub-paragraph c, page 21, Performance
standard for microphone 2t student position now reads Turner 586. Change

to read 588.

5. Articie V1, Section B, paragraph 5, sub-paragraph h, page 21. Per formance
standard for combination earphone-microphone at _console now reads Plastic
Mold & Erngineering LT-500-8, Change to read LT-100-8,
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INSTRUCT [ ONS
FOR THE USE OF
SPECIFICAT |ONS

. DEFINITIONS

A. Purchaser - The State Agency, Institution, or School unit that !s
procuring the installation.

i B. Buyer - The representative or the staff of the Purchasa and
Contract Division handling the bid and award procedurse,

C. Bidder -  The person, partnership, company, or corporation offer-
ing a proposal., Following award of 8 contract the term
bidder refers to the successful bidder,

D. Inspector -  The representative of the Standards and Inspection
Section of the Purchase and Contract Division responsible
for conducting the following inspections:

Pr=|iminary, conditional acceptance,
and/or acceptance inspecticn,
1. SPECJAL_INSTRUCTIONS TO S NITS

As a service to those school units considerirg the purchase ot a language |abora-
‘ory the Division of Instructional Services, Department of Public Instruction,

has 1ssusd a publicaiion entitled "The Language Laboratory - Suggestions for '
North Carolina Schools™. It is strongly recommended that the guidelines contained
in this publication be foliowed. Particular attention is invited to that portion
of page 7 which reads as fol lows:

"I+ is now generally believed +ha* the most suitable type of laboratory
tor a secondary school is one in which at least three-gquarters of the
positions are of t+he |ister-respond type and not more than one-quarter
of the listen-respond-record type."

[11. INFORMATION TO BE PROVIDED BY THE PUR SER WHEN SUBMITTING REQUISIT

A. State the type of system desired, that is, whether Type | or Type II,

B. State total rumber of student positions.

C. |f Type |, state if intercom mode is desired.

D. State the number and kind of master source channels desired in the consale,
(Refer to specifications, page |3, sub-paragraph a for choice)

E. State if Monitor information is to be recorded at the console when so seleacted
by the irstructor.

P
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instructions for the Use of Specifications (Cont inued)

lv.

F.

The requisition must be accompanied by a skeich or drawing on at least 84" x "
paper, prepared to scale, showing the space or area in which the [aboravtory is
to be instalied, the desired location of the console and the number and arrange-
ment of student positions. See accompanying sample. Show the location and
characteristics o’ an available power source. This should be | 10-120 volt,

60 cycle, single phase aiternating current. State if |line voltage wiring from
an external source to within the room is to be a part cf the instzllation

price or if this wiring is to be done locaily. If provided locally it is recom-
mended that a minimum of two 15 or 20 ampere circuits be made available at or
near the console location. Show on the sketch the extent of any existing con-
duit or raceway between the console and the student positions, including the
location of all outlets. |f such in-the-room raceways are to be included in

+he installation, this should be so stated. The sketch shouid further show

any anticipated future expansion.

State preference for earphcne and microphone arrangement at the console,
that is, whether separate items or combination. If separate state preference
for microphone mounting - table stand or lavalier.

State if student booths are to be inciuded or made locally. |f included,
state whether convertible or fixed type. |If fixed type, is glass or sol id
tront desired. Also state height of wing wall (choice of 48 to 53 inches).

If Type 1, state number of student pcsitions to be provided with record
capability (25% recommended).

State if student recorders are to be single or dual track. Also, state it
volume unit meters are desired.

State preference for earphone and microphone arrangement at student positions,
that is, whether separate items or combination.

State which and how many spare componrents and accessories are desired. Refer
to specifications, page 22, Article VlI for choices.

INSTRUCT IONS FOR THE BUYER [N PREPARING PROPOSALS

in addition to the information supplied by the purchaser under ||l above, the
following information should oe included in +ne Request for Bids.

A.

State whether samples are required. Samples will include the essenfial units
and components, that is, Tape recorder-playback unit, record plavyer, amplifier,
pre-amplifier, sample of each Type switch - toggle and/or rotary, microphone,
and earphone.

Require bidders to fill in *time for making installation. State that this T'me
wii! be an essence of tne contract.

Make provision for bidders to offer a soparate alternate price for dynamic type
microphone in lieu of crystal type inciuded in base bid. (When separate units
are requisitioned.)
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Instructions for the Use of Specifications (Ccntinued)

Y.

0. Make provision for bidders to offer a separate alternate price for ceramic
type microphone in lieu of crystal type included in base bid,

E. Make provision for bidders to offer an alternate price for dynamic +ype
earphone in lieu of crystal type includec in base bid.

INSTRUCTIONS FOR THE INSPECTOR [N MAKING F|NAL ACCEPTANCE INSPECT !ON

OF THE INSTALLATION

A. Acceptance inspections should be scheduled only after the system has been
in service for a period of 30 days.

B. For installations in secondary schoo! units, arrange to have a representative
from,the staff of the Foreign Language Consultant, Department of Pub!ic
Instiruction in the acceptance inspection party,

C. Check all components for proper functioning and for specifice*ion compliance,
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STATE OF NORTH CAROL INA 5895-L- .
DEPARTMENT OF ADMINISTRATION STLIIIEn Go, D0
PURCHASE & CONTRACT DIVISION

SPECIFiCATIONS
FOR
FORMAL TYPE
LANGUAGE LABORATORY

. SCOPE

This specification is intended to cover the components of electronic and electro-
mechanical equipment, non-electronic materials for the teacher-siudent positions,
and other items of a miscel laneous nature 7o provide for a complete workable
Language Laboratory facility. [t is not intended to cover items incidental to the
operation of the equipment or the instructional process, such as room alterations
or repairs, accoustical treatment, room furniture, instructional material and
supplies, et cetera.

I1. CLASS|FICATION
Language Laboratory facilities covered by this specification are classified as
follows:

Type | - Listening - Speaking - Monitoring (Listen-Respond)
Type Il - Listening - Speaking - Monitoring - Recording -

Intercommunicating (Listen-Respond-Record)

The purpose of the Type | System is to provide for practice in hearing and imitating
the spoken language and to enable the student to hear himself objectively. Provision
is to be included for enabling the instructor to listen in (Monitor) from the console
Instruction is from the instructer position(Console), on two or more channels, to
student positions. The following equipment is under the ccntrol of the student:

I. Earphones through which the student listens.

2, A volume control by which the student adjusts the volume
of the scund source.

3. A microphone used to permit the student to hear his own
voice amplified in the earphones as he responds,

When stated in the invitation for bids, provision shall be included in the Type |
System for enabiing tiie instructor and the student to communicate with each other
individually., This function is automatically a part of the Type Il Systenm.

The purpose of the Type || System is the same as that stated for the Type | System,
plus the addition of a tape recorder-playback unit in the student position. This
enables the student not only to hear himself, but also to compare himself with a
master recording, thus affording the opportunity of correcting and improving his
performance., This system will also permit the student to practice individually
throughout the period of the class. In making his own individual tape recordings,
the student records his own responses to a master tape for later playback and
comparison,
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The Type 11 System shall perform at least the following functions at the student
position:

|. To record lesson material coming from the program source.

2. To record student's own voice while he is responding either
to the voice directly from the program source or from a
recording of it.

3. To playback appropriate sections of the tape so the student
may hear the original recording followed by his own responses.

When stated in the invitation for bids the Type il System shall have the additional
student functional capability ~f re-recording over his previous response without
effecting the recording of the program source.

The Type | System should be arranged for expansion - at a future date - to include
the functions of a Type |l System with a minimum of effort and expense. This im-
plies that the initial wiring shall include sufficient cabie for ail present and
future distribution needs. |t further implies that student position amplifiers
furnished at the time of installation of the Type | System be a type providing audio-
active (Listen-Respond) capability only, but which can be replaced with amplifiers
incorporating the Record (Compare) capability if and when the exparsion occurs.

A BLE REFER

The following applicable references in effect on the date of the invitation for
bids forms a part of this specification:

A. Electronic Industries Associaticn's Standards and Specifications.
B. Naticnal Electric Code.

C. Underwriters' Laboratories Standards.

D. NEMA Standard LP-2.

GENERAL REQUIREMENTS
A. CONTRACTUAL CONDITIONS

i. Proposals invited under these specifications shall oe on 2z fulily instailed
basis, that is, al! equipmeni assembled, set in position, connected and
placed in successful operation - a turnkey job.

2. Line voltage wiring (AC) is separated into two categories:

a. External AC supply wiring, or that wiring required to provide an AC
source to the room or space in which the latoratory facility is to be
installed and connected. This wiring is generally terminated at or
near the instructor'sconsole.

b. Local AC supply wiring or that line voltage wiring required within the
room or space. This wiring connects at the terminal point under (a)
above and extends through the instructor's console to the student
positions. '
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When stated in the invitation for bids the externa! wiring defined under

(a) atove may be by others. When included in the bid such wiring shall

be in accordance with Supplementary Requirements for Line Voltage Source
Wiring, Appendix A to this specification. Under either category of pur-
chase, the successful bidder shall be responsible for making all connections
and placing the facility in successful aperation.

Each Bidder shail submit with his proposal the following information:
. Name and address of the manufacturer or the complete facility.

b. Name, identifying mode! or figure number and performance ratings
of components including:

(1) Console tape recorder playback units

(2) Student tape recorder playback units

(3) Record (disk) player

(4) Record (disk) player amnlifier

(5) Console record playback amplifiers

(6) Student record playback amplifiers

(7) Student audio active amplifiers

(8) Any pre-amplifiers

(9) Intercom and/or monitor amplifiers

(10) Earphones

(11) Microphones

(12) Detaile? layout drawing of the console and student booth arrange-
ment to a scale of not less than one inch to the foot or in lieu
an enlarged photograph will be acceptable. Arrangement is
interpreted to mean the location of ma jor components, switches,
instruments and controts, including all markings.

c. A parts list of sub-components (capacitors, resistors, transistors,
tubes, etc.) which distinguishes between standard parts or those readily
available from electronics parts dealers - and parts of proprietory
design, available only from the manufacturer.

d. A listing including value Tatings of any components or sub-caipements
of foreign manufacture.
e. The manufacturer's specifications of the overall facility.

f. A wiring diagram of a typical facility instal lation indicating proper
instal lation techniques as well as method and materials for inter-
connecting the various component parts.

g. A schematic diagram of each major component .
h. A listing including name, address and phone number of qualified trained
technicisns in the full time employment of the-Bldder who will make the

instal lation and provide service through the period of warranty.

The successful Bidder wil| be required to submit fo the purchaser - prior
t+o release of any payment - three (3) sets of the following:

a. Operating and maintenance instructions.
b, The parts |lst submitted with the bid = as specified under (c) above.

Con't.
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c. An accurate schematic diagram of each component to facilitate diagnosis
of circuit and component mal function, part(s) replacement, as well as
circuit and mechanical adjustment.

d. A detailed wiring diagram of the final installation to indicate wire
location, the location of junctions, connections made at junctions,
the type of connectors, wire coding, and any other data considered
essential for efficient service.

At the request of the Purchase and Contract Division, the Bidder shall submit
for inspection such samples as may be requested. Samples shall be submitted
within ten (10) days following the request. Failure to comply with this
request may be considered grounds for disqualifying a bid.

To receive consideration an individual, company, or corporarion submitting
a bid will be required to show evidence that he can meet at least one of
the following qualifications:

a. That the Bidder is the assembler of all major components of the system
and the system carries the name of the assembler.

b. That the Bidder is the manufacturer of the major components of the
system.

c. That the Bidder is the authorized representative of the assembler of
the system as stipulated under (a) above, or is the authorized repre-
sentative of the manufacturer of the major components of the system
as stipulatec under (b) above.

d. That the Bidder i< a combination of assembler and manufacturer.
Under this qualification the Bidder must show evidence that the major
components being incorporated into the system is with the full knowledge
and consent of the manufacturer of such units and that the manufacturer
warrants his equipment for the intended use.

(Major components are interpreted to mean tape recorder-playback units,
record players, pre-amplifiers and amplifiers.)

Bidders defined under a, c, and d above will be further required to submit

to the Purchase and Contract Division written acknowledgement from the

manu facturer of the major components that their warranty is extended directiy
to the State of North Carolina and the purchaser, an authorized State Agency.

The Bidder, as qualified above, shall have in service, for a period of not
tess than one (l) year, at least five insta!lationssimilar to the type systems
offered. Proof of such experience shal!l be in the form of a listing sub-
mitvted with the bid showing the location where installed and the date of the
installation.

The purchaser reserves the right to withhold final payment for equipment
furnished and services rendered by the successful bidder in the performance

of work under these specifications until thirty (30) calendar days shall

have elapsed, during which operation shal! have included full and satisfactory
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implementation of all specified functions of all equipment, and performance
at least according to the minimum standards set forth in these specifica-
tions as certified by the purchaser's technical consultant. The l|ast day
of this thirty (30) day period shall be considered the official completion
date.

-

The Bidder shall have access to or maintain an adequate and continuous
inventory of repair parts. He shall further be able to render necessary
service and repairs by trained employees both until the official completion
date as determined in 8 above, and for a period of twelve (12)months there-
after. Such service shall be furnished within 24 hours after an authorized
service request. Before the official completion date, such service, parts
replacement, and labor shall be furnished without cost, except in cases of
obvious vandalism. For one calendar year thereafter such service, parts
replacement, and labor shall continue to be furnished without cost except:
(3) in cases of obvious vandal ism, and (b) in cases of trivial service
requests due to failure of teaching personnel to understand the operation
of the equipment.

nsurance and Liquidated Damages

a. The Bidder shall take out and maintain during the iife of this contract
all of the insurance required ''\nder Secticn XVi| of the attached Form R-I,
"The General Contract Terms and Conditions". Proof of such insurance
shall be in the form of certificates issued in duplicate to the Purchase
and Contract Divisisn by the successful bidder, promptly upon receipt
of the purchase order.

b. The time required for the installation shall be filled in the space
provided on the proposal form. The date for the commencement of the
time stated shall be five (5) days after the mailing of the official
purchase order, unless stated otherwise, and shall end upon official
acceptance of the installation,

c. For each day in excess of the number of days stated and within the
limitations stipulated that are required to complete the installation,
the bidder shall pay o the ownar the sum of $25.00 per day as iiquidated
damages reasonably estimated in advance to cover the losses to be in-
curred by the owner by reason of failure of the bidder to complete the
work within the time stated; such time being in the essence of the
contract and a material consideration thereof. The liquidated damages
will be figured on a work day basis, that is, five work days per normal
work week.

d. If the Bidder shouid be delayed at any time in the progress of the work
by an act or neglect on the part of the purchaser, or any of his repre-
sentatives, or by changes ordered in the work, or by strike, lock outs,
tires, unusual delay in transportatior, unadvoidable casualties, or other
causes beyond the contrcl of the bidder, then the +ime of completion
will be extended for such period as is considered reasonable by the
Divisior of Purchase and Contract with agreement of the pu-chaser.

e. The Bidder shall notify the purchaser and the Division 5f Purchase an¢
Contract, in writing, of any requests made for extension of time within
10 days foilowing occurrence of the cause for deiay and the Division
wWill determine if the delay is to be granted.
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Per formance Bond

a. The successful Bidder shall furnish a Performance Bond executed by
a surety company authorized to do business in North Carolina.
Performance Bond shall be in the amount of the full contract price.
Bond shall be executed on the form bound with these specifications.

b. All bonds shall be countersigned by an authorized agent of the
Bonding Company who is licensed to do business in North Carolina.

c. Sufficient copies of the Bond Form will be supplied the successful
Bidder for distribution of executed copies to the surety, his own
file, the purchaser, and the Division of Purchase and Contract.

The original manufacturer of the equipment must provide the Guarantee
or Warranty, including installation and maintenance, which is offered
by distributors or agents of his equipment.

The Bidder shall advise the purchaser in setting up a suitable preventative
maintenance program.

The successful Bidder shall sponsor, as soon as the language laboratory is
ready for regular student use, a program of instruction by a qualified
language laboratory specialist, acceptable to the purchaser, to all teachers
and other personnel involved in the operation, maintenance, and adminis-
tration of the laborz*ory. This program shall include the necessary mini-
mum of group instruction plus a single check-out of each individual in

the operation of all equipment. Include particular instruction to teachers
in such details as proper microphone technique including the bes? talking
distance for giver voice and volume settings. On the day final payment
falls due, as defined in Section 8, a follow-up period of instruction

shall be conducted for the benefit of the same personnel.

B. SPECIAL CONDITIONS APPLYI"" O ALL ECUIPMENT

'l.

2.

All equipment shall be designed and constructed specifically for rigorous
educational use and shall not be modified versions of home type unifts.

All components or units must emphasize modular or unit design and construc-
tion.

All amplifier modules, power supply modules, and other modules shall be
easil!y removable and replaceable without the use of special tools and without
the necessity of soldering.

No tube, transistor, condenser, or resistor any where in the system shall be
operated in excess of the maximum ratings specified by the original parts
manufacturer for the class of operation involved.

a. Extraneous noise, including hum, cross-talk, AC hash, frying noises,
feedback urnder normal operating conditions, microphonics, and switching
transients, should be inaudible at normal listening level. However,
+he manufacturer or installing firm shal! not be held responsible.
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1o cAt

for the existerce of ex*rare .. n~ . C.& uses beyoad his control.

such as (fi*erroremes from Lri 5 C.. o unsuiprzssed electronic apoar:

fus in the same bui H¢ng ~wmem- . .7idings o- “rom fluorescint lighi-
~“ing. The manufaciure CTRTAWEG et +em shalt, nowever, exercise all

. . i . \ .
due care in seeking to pr.u.o agd avoid such inTerference.
(4..

b. System Performance

(1) Definitions

(a) System - The language laboratory system shal b be considered
an entity exclusive of al! accessory equipment, e.g. program
sources, earphones, and voltage regulators. The system includes
all electronic components, switching devices, and interface
wiring between lowest level inputs and highest level outputs,
Lowest level inputs will normaliy be found at microphone input
connectors. The electronic characteristics of lowest level
inputs do not require quantitative specification for the
purpose of system performance measurements. Highest level
outputs are found at any point in the normally qperating sys-
tem at which an earphone is connected, provided that, under
any conditions of measurement, there shall be no stages of
amplification following the designated "output" point. All
system specifications shall be measured along the path of
maximum umplification and switching.

!

(b) Normal Program-Line QOperating Level - Normal pragram-line
operating level is the signal level which will result in a
reading of 0 db at the console VU meter.

(2) System Performance

(a) Frequency Response - Frequency response is the yariation of
gain as a function of frequency over the range specified and
should be measured over the path of maximum gair (generally
console microphone to student output). Measurement should
also be made through other program, monitor and intercom
lines. When measuring, signals of known characteristics shall
be used for microphone and line inputs, and an Ampex Standard
Tape (#31321-01 for 7 1/2 ips or #31331-01 for 3 3/4 ips) for
tape reproducers. The system response shall be no iess than
100 - 7500 cps + 3 db referred to 400 cps, i.e., O db must
correspond to output at 400 cps. No peaks or valleys shall
be present within the frequency range of 250 - 6000 cps which
are greater than | db (peaks and valleys are defined under
Section VI, B, 2, b.)

(b) Relative Levels - Volume levels of program, intercom, and
monitor modes shall not vary by more than t+ 3 db, referred to
normal program line level at any earphone output in the
system, under any conditions of opsration.

(c) Signal-To-Noise - Noise level in the system includes hum,
AC hash, frying noises, feedback, microphonics and crosstalk.
This noise shal! be at least 40 db below normal program-line
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level on all program, intercom,and monitor |[ines throughout
the system. When measuring either signal-to-noise ratio or
crosstalk, the signal-carrying line shall be energized to
normal operating level, using a signa! generator of known
characteristics. One of these characteristics must be an
interna., noise level of at least 45 db. When measuring
crosstalk, the signal-carrying line shall be energized to
normal operating level as described above while the other
line shali not be energized. Both lines shall be terminated
into their normal-operating impedance.

6. All individuai components must be readily accessible for servicing.

7. The headbands on earphones, and cords and plugs furnished with earphones
and microphones, shall be designed to withstand the rigors of institutional
use. Written evidence shal!l be furnished that these items have a good
service record. |f the items proposed are a new development, furnish a
description of the testing procedures used by the manufacturer to establish

their durability. All earphones shall be readily adjustable to fit user's
hezd and shall remain firmiy adjusted while ir use.

8. Contro! knobs on volume controls and switches shall be either double
set-screw types, or equivalent types designed for trouble-free operation.
Round-shaft controls with single set-screw knobs shall be unacceptable.

9. Preference shall be given to volume controls which incorporate special
features designed to increase ruggedness and reliability.

10. It shall be impossible to cause breakage or spillage of tape through
manual operation of tape recorder controls.

I1. The system shall be so designed that, at a satisfactory volume in any mode
of operation (record, playback, listen, intercom, monitor), switching to
another mode will not cause disturbing changes in volume.

12. The system output circuitry shall be such that the output level does not
vary more than 3 db from no load to full load.

I13. |Impedance and compatibility considerations shall be observed in accordance ;
with the basic design of the complete system, and in accordance with
approved engineering practices.

STALLAT |ON

I. All work in connection with the instailation is to be performed by experienced
skilled workmen under the supervision of a factory trained representative of
the equipment manufacturer. All work shall be done at such time as to ieast

* interfere with the normal operations occurring within the immediate and
ad jacent areas and shall further be coordinated with any others doing work
in the building who might be concerned with this installation.

2. Upon receipt of notice of award of the contract, the bidder will be allowed
a period of consecutive calendar days for completing the instal-
lation. The installation shall include delivering and uncrating, assembling

and securing in place, and complete electronic and power wiring including
all connections as required to place the system in satisfactory operation.
All components shall match electronically as well as mechanically with each
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other to form a properly functioning network.

3. All work shall be done in a professional and workmanl|ike manner, in
accordance with good construction and engineering practices. This is
intended to refer particularly to the smaller details necessary for a
workmanlike job and not specifically mentioned including all fhose details
peculiar to a language laboratory.

4. Line Yoltage Wiring

a. All line voltage wiring shall be done by a licensed electrical con-
tractor in accordance with applicable requirements of the latest edition
of the National Electric Code.

b. When stated in the invitation for bids, the bid price shall include
the necessary raceways between the instructor's console and the student
pcsitions. This shall be galvanized or sherardized conduit or similar
metallic tubing, with runs made as inconspicuously as possibie and
thoroughly secured with matching one hole or U clamps. Runs of conduit
or other raceway aiong floor surfaces should be avoided where ever
possible. The bidder shall obtain approval of the purchaser of proposed
conduit and raceway layout and runs prior to proceeding with the instal-
lation.

c. All AC wire shall be solid copper thermoplastic insulated for 600 volts,
3 color coded, and «f proper size to carry the load within allowabie

A voltage drop limitations but in no event shall such wire be smaller

than No. 14 AWG.

d. A positive and separate equipment ground wire shall be extended and
connected to each and every item. This to be in addition to the system
ground.

e. Lateral runs of AC wire in each row shall be in raceway with an indi-
vidual NEMA grounding itype receptacle at each student position. To
prevent student tampering no wiring will be exposed.

f. An AC master switch shal! be provided at the console to remove all power
from the equipment. |f the external source wiring terminates with a
service panelboard at or within easy reach of the console, as specified
under the Supplementary Requirements for Line Voltage Scurce Wiring,
Appendix A to these specifications, the circuit breakers in the panel-
board will satisfy this requirement.

' 5. Audio Wiring

a. Audio or low voltage wiring shal! be run in a separate conduit or race-
way from line voltage wiring.

b. Audio wire may be either polypropylene or vinyl jacketed with tinned

L solid copper conductors, cabled. Wire to be of proper size to carry the
load within reasonabie temperature rise |imits but in no case smaller
than # 22 AWG. Where high impedance circuitry is used all wire shall

be shielded and drained with a tinned copper wire.

Basainiale 3
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c. Distribution |ines shall terminate, at both console and student posi=-
tions, in readily accessible barrier strips or other suitable junction
hardware, to permit efficient trouble-shooting. All connections tfo
be made using tinned terminal lugs fully soldered or mechanically
bonded to each conductor.

d. Line terminations shall be identified by labeling of barrier strips,
or by a chart which identifies color-coded |ines.

e. Vertical runs of audio wiring at each row of student booths shall
be enclosed in conduit or raceway.

f. Lateral runs of audio wiring at student positions may be concealed
in the booth construction, provided they are bundled and laced to-
gether with continuous cord lacing.

6. The fitting of equipment, devices, controls, instruments, etc. into the
console and student booths must be done in a neat, secure and finished
manner. Rows of student booths shall be designated alphabetically com-
mencing with the letter "A" on the row nearest the console and progressing
away from the console. This lettering will be placed where directed.
Individual booths within rows shall be numbered from left to right when
facing the room from the console position commencing with the number "|["
and progressing numerically. Both letters and numbers shall be posted
in a conspicuous location, fully visible and legible from the console
position,

D. FEUNCTIONS

I. The Type | System provides the functions of Listen, Respond, and Monitor.
When requested in the invitation for bids, the intercommunicating function
may be included with the Type | System.

2. The Type |l System provides the complete functions of Listen, Respond;
Monitor, Record and Intercommunicating. e

3. System functions capable with the Type | and || Systems are displayed
graphically on the following sketches.
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REMENTS

A, R'S CONSOLE

The language laboratory shall contain a teacher's console with tape, disk,
and auxiliary program sources and switching facilities to $imultaneously
distribute the lesson program sources to individual student positions. The
auxiliary program sources to consist of two input jacks - one of which shall
be a (ow-input type equipped with its own amplification for programing

|ive mike, radio, TV receiver, telephone or similar sources of origin and
the other of a high input type with no ampiification programs originating
from portable tape recorders, record players or similar sources containing
its own amplification. The number of Tape and disk program sources integral
+o the console shall be as stated in the invitation for bids.

The console shall be of the desk type with a clear writing top surface
apprroximately 29 inches in height. Console equipment shall be so arranged
+hat the instructor has a clear view of the room when seated. Space shall
be provided in or on the console for the number of program sources as
stated in the invitation for bids. All program sources shall preferably

be accessible to the instructor for loading and unloadingfrom a normai
seated position. All amplifiers at the conscle shail be arranged in plug-in
modules using appropriate molded connector, plugs and sockets for audio
circuits or an acceptabie equivalent arrangement. Amplifiers shall be
clear |y identified and mounted in accessible locations in keeping with good
engineering practice particularly with reference to minimizing heat and

hum pick-up from tape unit drive motors. The design shall provide for
proper ventilation of the electronic and the electro-mechanical components.
A vertical panel at the rear of the console shall be provided to permit
access to the equipment mounted in the console. The console may be con-
structed of metal or wood.

|f the console is constructed of wood, the material shall be a Kiln-dried
hardwood normally used in furniture manufacture such as clear solid

maple, birch, etc. |f plywood is used, it shall be limited to panels, drawer
bottoms, shelves, etc. Plywood shall be not less than 3/8 inches thick and
where exposed, veneers shall be of clear matching hardwood. Console work
surface may be plastic or solid wood. |f plastic, it shall be 1/16 inches
thick, Class |, General Purpose Type Decorative Laminate meeting The require-
ments of NEMA Standard LP-2 of issue in effect at the time of bid. Such
plastic shall be firmly adhered with a first quality adhesive made especial-
ly for the purpose, to a plywood or particle board fop. |f particle board

is used, the physical characteristics must receive prior approval of the
buyer. Tops shall be of not less than | inch nominal thickness and shall

be supported or reinforced in such manner as to prevent warping. The color
of the plastic shall blend with the color of the console. The console shall
be of rugged and substantial build, well braced, using conventional jointing
methods. A good grade of water resistant resin or animal glue shall be
applied freely to tenons, dowels, and dovetails. Joints shall be further
secured by concealed pins, pegs, screws, etc. All surfaces exposed to view
shal! be sanded smooth, cleaned and stained and finished with two coats of
clear spar varnish, '
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If the console is constructed of metal, the material shall be gheet steel

not less than |8 US gauge of a grade used in furniture manufacture. Legs
may be either round or rectangular in cross section. I|f necessary, panel
sheets shall te broken, braced or otherwise reinforcsd to eliminate cup-
ping or buckling. Joints shall be welded, fully fusing joining metals,

Field joints may be bolted. Such connections shall be made with bolts con-
cealed and joints as neat and inconspicuous as possible. Ail pdges, corners,
and welds shall be ground smooth. The entire assembly shal! be thoroughly
cleaned and finished ready for delivery. The finish shail be baked enamel.

With either type of construction, legs shall be provided with suitable metal
glides approximately | inch in diameter,

a. Egquipment and Accessories

The console shall be furnished with all selected equipment prewired
and pre-fitted at the factory. The program sources may consist of any
combination of the following as stated in the invitation for bids:

(1) Two speed (3 3/4 and 7 1/2 ips) manual threading, single channel,
halt track, tape recorder-playback unit.

(2) Two speed (3 3/4 and 7 1/2 ips) manual threading, dual channel,
half track, tape recorder-playback unit,

(3) Two speed (3 3/4 and 7 1/2 ips) manual threading, single channel,
half track, playback only unit. (No Record or Erase Heads)

(4) Three speed (33 1/2, 45, and 78 rpm) manual record (disk) player.
(5) Low level input:jack.,
(6) High level input jack.

Note: Record-Playback impltes that the instructor will have the ability
to copy or duplicate a purchased master tape or record at the console

so the copy may be used as a master source and the purchased item stored
for safekeeping. The instructor shall also have the facility to pro-
duce his own master tapes for use as a source. Any necessary patch ,
cords or jumpers required to accomplish this operation shall be furnished.

Dual channel is defined as the ability to record and/or plpyback on
either or both tracks simultaneous!y and independently. :

To accomplish the functional capabilities herein specified:a control
panel or panels shall be prévided along with the following accessor ies:

(1) One microphone - arranged for table stand or lavalier mounting
as stated in the proposal.

(2) One set of earphones.
(in lieu of separate microphone and earphone - a combinaticn
shal! be furnished when so stated in the request for bids.)

\
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b. Equ:pment Functions and Associated Controis

(1)

(2)

(3)

(4)

(3)

(6
SEC ammOCs

Fauljwﬂﬂ~)§x‘.
(7)
(8)

(9)

(10)
()

(12)

(i3)

Master switch to contro! the AC supply to all console equ ipment
(See Section C,4, (f) page 9).

Tape recorder(s) shall be equipped with controls to imp |ement

the following functions: (a) AC on-off; (b) record-dupl icate,
recording from any other program source, f-om the console micro-
phone, or from the intercom system; (c) playback; (d) rewind;

(e) fast forward; (f) pause lever; (g) stop or “Tape ocut" switch.
The pause lever or switch shall instantaneous!y stop the forward
motion of the tape in the record-dup!icate and playback modes,
without Turning off the electronics. A volume cortrol shall
regulate the record-duplicate volume. A resettable digital counter
shal! be provided on the tape mechanism to indicate tape position.

A VU meter sha!!l be included for each f.ogram source (channel)
along with The necessary adjacent voiume controls to permit proper
ad justment of each channel, or a single professional VU meter 3"
or larger with a Type B scale with single channel selecto- switch
may be permissible.

A positive-indication selector switch shall be used for the selec-
tion of program sources.

Monitoring and intercom switches shall be arranged in rows, geo-
graphically orienfed to the physicai layout of student positions
in the laboratory.

Switching modes shall be provided to permit monitoring and inter-
communication with (a) any individual student; (b) any row of
students; (c) anv combination of individuals and rows (program call);
(d) the entire class at one time (all-call).

Monitoring of individual students must be silent and undetectable
by the monitored student, who must not hear any clicks, pops, or
change of volume.

Where applicable all switches shall be self-cleaning, with silver
or goid-plated contacts.

While instructor and selected student or students are communicating
via intercom the program source shall be muted or cut-out completely.

Booth switching shall be provided with row override.
An extra earphone jack shal! be provided for a guest | istener,

The control pane! shal! contain a student recorder switch or
switches which shall permi simultaneous starting and stopping of
all selected s*tudent tape ccorders on the same channel.

All components on the console shall be appropriately identitied in
clearly legible letters not less than 3/16 inch size. OSwitches

shal!l not only indicate the "QOf+" position, but each individual
pcsition, if multi-position type. Stucdent position switcres shal |

be identified and correlated by numbers on the individua' student
booths, tc+- as to row and position within the row. Each master chan

ne! source cf instructicn shal!l be numbered prograssively starting
wirh 1,

|
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(14, <onrsiderat.cr shait te g'ven To the phys:icai errangement of centrols
and switches as they relate o the overall functions of the equipment

B. STUDENT POSITIONS

The invitation for bids will state the number of student positions to be
included in the installation.

Student booths, if included as a part of the proposal, may be either con-
vertible or fixed type as stated in the invitation for bids. They may be
constructed of either metal or wood or a combination. The table top shall
be lined with a plastic material same as that specified for use at the
console. The fixed side walls shall be accoustically treated with 8 minimum
of 1% inch nominal thickness fiberous glass material with a density of
not less than | |/2 Ibs, per cui:c foot and having a noise reduction
coefficient of not less than .80, or a similar material producing the
equivalent result. This material to be contained in a perforated metal
iiner. The side walls shall extend no less than 6 inches nor more than

2 inches behind the rear edge of the table. Booths shall be arranged to
take best advantage of the space with leeway for future expansion if
possible. They shall be built to the following approximate dimensions:

Floor to horizontal table surface - 29 inches.

Floor to top of raised front panel - 48 to 53 inches,
Floor to top of fixed side panels - 48 to 53 inches.
Inside width of horizontal table surface - 30 inches,
Inside depth of horizontal table surface - 2| inches.

If the booth is of the fixed type, the front shall be same material and height
as the side walls, or when stated in the bid request may be lined with 1/4"
safety sheel glass with the bottom edge of the glass of sufficient height to
prevent contact with the back posts of a chair. All glass edges to be ground
smooth,

Posts or legs shall be provided with at least | inch diameter metal glides,
Metal angle clips shall be provided and secured to the floor, as well as the
posts or legs.

As soon as practical, after receipt of the order, the successful bidder will
submit shop drawings for the approval of the purchaser prior to fabricating

the booths,

The materials and construction features for the booths and finish shall be
the same as that specified for the console where applicable. In general,
the finish of the booth shall match that of the console.

There shall be no sharp edges, burrs, or protruding screws on any part of the
booths with which a person could come into contact in normal usage.

The following equipment shall be provided at the student position:

a. For Type | System

(1 Student amplifier
(2) ! - Volume contro!
|
|

(3) Set earphones J or combination
(4)

Microphone
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For Type || System

(1) 1| - Single speed, (3 3/4 ips) dual channei, manual-threading tape
recorder-playback unit,

(2) | - Matching amplifier

(3) | - vo'ume control

|

i

{4) - Set earpnones}Or combiration
(5) - Microphone

Student position microphores, when furnished separate from earphones,
shali be mounted on rigid arms with an adjustabie "ball and socket®
swivel base, permitting up-dcwn, side-to-side, rotary motion,

Equipment functions and associated controls:

(1) Each student, whether or not he has recording facility, shall be
able to listen to any designated program source and while respond-
ing (or recording) hear his own voice amplified through his own
earphone-microphone system.

(2) Tape recorders, in positions so equipped, shall provide switching
modes to implement the following functions: (a) AC on-off;
(b) listen-recorao-duplicate, recording from microphone or program
source; (c) playback; (d) rewind; (e) fast forward; (f) preferably
with pause lever; (g) stop or "tape out" switch. The pause lever or
switch shall instantaneously stop forward motion of the tape in
the record-duplicate and playback positions, without turning off
the electronics. A resettable digital counter shail be provided
on the tape mechanism to indicate tape position.

(3) 2 meter indicating recording and duplicating level shall be
provided when so stated in the request for bids.

(4) The volume control shall adjust the voiume of the program source
or student recording as heard in the student's earphones.

(5) Consideration shall be given to the physical arrangement of con-
trols and switches as they relate to the overall functions of the
equipment.

The student recording, erasing, and master recording heads shall be so
arranged that halt of the tape is used as a student track and the other
half as a master track. The student recording is to be on his own track
only, and master recording head shall record only on the master track.
No erasing head shall be provided on this track to eliminate the possi-
bility of the student unintentionally erasing the master recording,
unless control of such eraser is provided at the console only, and
requires a separate positive action to operate. The student track shall
be equipped with standard erasing facility. When the asudio selector
switch is in the |isten-respond-record mode the student can listen to
master information and record his response to what he has heard. Master
information is interpreted to mean information being fed from any of

the source channels at the console. With the control in the Independent
Practice-Listen (Playback) mode, the student can hear both the master
information and his response (continued on next page)
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directly. When the control is in the duplicate position the recorder
will duplicate master information. {n this mode the student loses
control of the individual drive, which wil! be controlled remotely

by the teacher from a switch or swiiches iocated in the control panel
at the console., Student positions not selected at the console for
duplication shall be unable to record.

Master information shall be recorded directly on the master track.
Student responses shall be recorded on the student irack only, regard-
less of the position of any controls.

The student recorder shall have jacks for student microphone, student
earphone, and instructor monitor. |f the recorder is mounted flush

on the student work surface, a suitable protective enclosure for the
underside of the equipment shall be provided. This protective enclosure
to be opened for ventilation. :

The units provided for use in the student positions shall be of the same
manufacture as those provided at the console.

Vi. COMPONENT PERFORMANCE SPECIF ICAT IONS

A. All equipment requiring |line voltage connections shall be designed for operation
on 110 volt, single phase,60 cycle alternating current.

B. JHE AMPLIFIER

W Each Listen-Respond (audio-active) student position shall be provided with a
é}i mixer amplifier incorporating two ihputs and two outputs. It is recognized
b, that the total number of amplifiers is a function of total system design;

L T however, preference is for a separate amplifier serving the intercom-monitor

}ii function.

l1. Amplifier Performance

a. Input Sensitivity - | millivolt RMS (-60 db)

.
R .
Y Vo >

b. Frequency Response - 150 - 12,000 cps + | db
75 - 12,000 cps + 2 db
60 - 15,000 cps + 3 db

c. Total Harmonic Distortion- Preferred - 2§ at maximum output;

5 acceptable, 2% at operating level.
d. Intermodulation Distor-
tion - 2%, 60 - 6,000 cps, 4 to | ratio.
e. Signal to Noise Ratio - 55 db below 6 millivolt, without

reference to maximum output.

Standard gainset and wave analyzer techniques shall be the basis for
frequency response and harmonic distortion measurements respectively.
(Reference E!A Standard SE 101-A Amplifiers for Sound Equipment)
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£ -PLAY_UNITS
a. At Console

(1) Frequency Response: - 71/2 ips ~ 100 - 12,000 cps + 2 db
2350 - 6,000 cps + 2 db
No peaks or valieys
greater then | db,

3 3/4 ips - 100 - 8,000 cps + 3 db
250 - 6,000 cps + 2 db
No peaks or valleys
greater than | db,

(2) Signal to Noise - 71/2 ips - 50 db
Ratio:: (Pesk record
level to unweighted

noise) - 33/4 ips - 45 db
(3) Flutter and Wow: - 71/2 ips - Not to exceed 0,25 RMS
3 3/4 Ips - Not to exceed 0,35 RMS

b. At Student Positions

(1) Frequency Response: - 33/4 ips - 100 - 8,000 cps + 3 ¢b
250 - 6,000 cps + 2 db
No peaks or valleys
greater than | db,

(2) Signal to Noise - 33/4 ips - 45 db
Ratio; (Peak record
level to unweighted
noise)

(3) Flutter and Wow: - 3 3/4 ips

Not to exceed O0,3§ RMS

A peak is defined as an area of extra amplification less than a querter-
octave wide. A valley shall be defined as an area of attenuvation more
than a quarter-octave wide, Pesk reccrd level is defined as thot (evel
at which the overall (input to output) total RMS harmonic distortion is
3% when measured on a 400 cycle tone, Noise is measured when erasing a
signal of peak record level, and in absence of & new signai. Thus, bias
and erase noise are included, as well as playback amplifier noise, Al
components between 60 and 15,000 cps are measured.

c. Consideration shall be given to those recorders with operating controls
requiring a minimum of distraction and noise during manipulation, Push
button controls are not acceptable. Recorders incorporating "stacked"
heads are not acceptable,

Regord (Disk) Player
a. At Console

(1) Unit Type - Manual, with either integral or
separate tone arm,

(2) Playing Speeds - 33 1/%, 45, 78 rpm,

(3) Motor: - 4-pole induction, or hysteresis-

synchronous type
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(4) Turntable 2" diameter; weight, 5 pounds or

more.

(5) Turntable Assembly
Mounting - Spring mounting, or other suitable
means of isolation from external
vibration.

-

: (6) Flutter and Wow - 0.2% RMS
) (7) Rumble = 50 db below average recording level.
(8) Cartridge Type - Magnetic with proper compatible

preamplification.

(9) Stylus (Needle) - |-mil (or less) diamond for 33 1/3
and 45 rpm disks; 3-mil sapphire
for 78 rpm disks.

(10) Vertical Stylus Force

(Tracking Pressure) - 4 to 6 grams
(11} Stylus Compliance - 2 x IO_6 cm/dyne. Higher comp!iance
preferably

(12) Frequency Response 100 - 8,500 cps + 2 db

r Cartridges of the type usually furnished as replacement units in low-
cost, one-piece portable phonograrhs shall not be acceptable. The
frequency-response characteristics of the cartridge and stylus combi-
nation shall be those of GE VR-2 turnover , or equal.

4., Earphone

a. The bid shall be accompanied by the following data pertaining to all
proposed earphones:

(1) The original manufacturer's brand name and mode! numbar.

(2) A graph of expected performance, made with equipment and
procedures confdrming to the Amer ican Standards Association
Publications Z24.9, 1949,

(a) This graph shall be to a scale which permits reading in
decibels ref. 1,000 cps to 1/2 db. Five db shall occupy
no less than 3/8 inch.

(b) The horizontal scale shall readily accomodate readings
from 20-20,000 cps, the vertical scale at least 60 db.

(3) A statment of the maximum sound pressure level attainabie at
| ,000 cps at no more than .5% total harmonic distortion, and

the voltage required across the stated impedance of the unit
1 to produce that level.

b. The bidder shall certify that the following conditions are obtained in
making the graphed measurements:
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Sufficient weighting shail have been used tfo give the best
low-frequency response of which the unit is capable,

Nc cther coupier adjustments shall have been made tov improve
the indicatea performance, B il U

for”

The curve shall not have been artificially smoothed at any point.

No amplifier compensation shall have been used to give a spurious
response indication.

The foliowing performance figures shall be considered representative
of earphones presently acceptable in this application.

QUAL ITY QUALITY
SEALED-CRYSTAL DYNAMIC

db Referred io i,000 cps

100 -2 +1
250 -2 0
500 -1 0
|,000 Q 0
|,500 +3 0
2,000 +1 -1
3,000 0 $3
3,500 ) +4
4,000 0 , +3
5,000 C -1
6,000 +2 ' +8
At 1,000 cps, the sea!ed-crystal unit At 1,000 cps, the dynamic unit
shal |l produce an average sound pressure shal| produce an average sound

level of 100 db, ref, .0002 dynes/cm , in pressure level of I98~1I2 db,

a closed 6 cc rigid chamber, with 2 volts ref. .0002 dynes/cth™, in a clos-
developed across 90,000 ohms. Total har- ed 6 cc rigid chamber, with |
monic distortion at this sound pressure volt developed acréss 300 ohms.

level shall be less than .5% .

Tota! harmonic distortion at this
sound pressure levil shall be
less than .5%.

Performance shall be that of Clevite ED-300 for crystal type, Plastic Mold &
Engineering LT- 100(Console) and LT-300 (Student Position) for dynamic type
or approved equal.

c.

d.

Cords shali be jacketed with either neoprene or vinyl plastic, or similar
acceptable material. .

The unfastened length of cord shall be secured so as fo prevent the
earphone from striking the floor if dropped. . §

The base bid shall be for earphone of the sealed crystal type with an

alternate price for dynamic type.

l;'%-
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5. Microphone

a.

The bid shall be accompanied by performance graphs pertaining to all
proposed microphones same as specified for earphones above.

Console Microphone

(1) Type - Dynamic, ceramic, or crystal

(2) Frequency Response - 40-15,000 cps listed, 100-10,000
cps + 5 db, generally risjng
characteristic.

(3) Distributional
Characteristics - Cardioid or nondirectional

Impedance and output level shali be chosen fo match the amplifier with
which it is to be used. Performance shall be that of Astatic 230 Series -
or approved equal.

Student Microphone

(1) Type - Dynamic, ceramic, or crystal

(2) Frequency Response - 100-8,000 cps + 5 db.

(3) Distributional
Characteristics - Cardioid or unidirectional

Impedance and output level shall be chosen to match the amplifier with
which it is to be used. Microphones of the type usualiy packaged with
home-type tape recorders shall not be acceptable. Performance shall
be that of Turner 588 Series or approved equal.

Cords shall be jacketed with either neoprene or vinyl plastic or
similar acceptable material.

The unfastened length of cord shall be secured so as to prevent the mi-
crophone from striking the floor if dropped. (Combination set only.)

The base bid shall be for microphones of the sealed crystal type with
an alternate price for dynamic and ceramic types.

When requested in the invitation for bids a combination type earphone-
microphone shall be furnished in lieu of the separate arrangement

herein before specified; however, the pertformance requirements speci-
fied shall remain unchanged. Where the combination is supplied include
a substantial metal hook screwed or bolted to the top rail of the left
wing wall of each student position for securing the set when not in use.

If the combination is selected, bid shall be based on dynamic type
earphone-microphone only - no alternates. Brand shall be Plastic Mold
& Enqineering (T-800-8 at console and LT-300-8 at student positions
or the acceptable equivalent. - :

R
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Vil. SPARE COMPONENTS AND ACGCESSORIES

A. The invitation for bids will state which and how many of the following spare
components and accessories are to be either included in the bid or quoted
separately:

Conscole Tape Recorder

Student Tape Recorder

Student Amplifier

Earphone (Set)

Micropnhones

Earphone Cords with Plug Attached (Separate or combination)
Combination Headsets

|00 Empty Reels 7" Seif-threading

-

NN PN —

ALERE g P S PP

A. NMENT TAP

The bid shall include two audio head azimuth alignment tapes for use in
checking and adjusting recorder head azimuth alignment. These tapes shall
be as especially required and furnished by the manufacturer of the tape
recorders,

B. HEAD DEMAGNETIZER

The contract shall include one tape recorder audio head demagnetizer con-
sisting of a 110-120 voit AC, electromagnet assembly, for removing permanent
magnetism from magnetic recording heads.

C. SUPPLIES

1, The Bid will include four 7-inch plastic reels with 1200 feet of 1.5 mil, 1/4 inch
mylar tape on each reel plus one plastic self-threading take-up reel for each
student position. Other tape as well as splicers may be obtained direct from
State Contract Certification #17.

D. BULK TAPE ERASER

The bid shall include one professional heavy duty bulk tape eraser for com-
pletely erasing 7 and 10 inch reeis of magnetic tape., This eraser shall consist
of a magnetic demagnetizing device built in a base, together with control switch.
Vertical spindles shall be provided to hold the reels of tape in the correct
position relative to the demagnetizing element. The tape reels may be rotated
manually. |t shail operate on |10 volt, 60 cycle AC. The eraser shall be

Type 710 as manufactured by Aerovox Corporation, New Bedford, Massachusetts or

i its acceptable squivalent.

1 E. SPARE_PARIS

The bid shall include a supply of spare tubes, |lamps and parts as herein
described:

l. If a unit uses more than 8 tubes of one type, 4 spare tubes are to be
included. |If the unit uses 6 to 8 tubes of one type, 3 spare tubes are
to be included. |If The unit uses 3 to 5 tubes, 2 spare tubes are 16 be
included. |f the unit uses | or 2 tubes of one type, | spare tube shall
be included.
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2. In determining the number of tubes to include, consider each unit in the
system. A unit for the purpose of making this determination shall consist
of an individual, separately mounted element, such as a record player,
tape recorder, or amplifier. |In the case of a complete assemb|y such as
the main console, or part of any assembly such as a console or student
booth with spaces only for addition of future elements or unitg, the uniTs
or elements actually installed shall be considered individually and not
collectively, except that no more than eight identical units need be counted.

3. In the event units are provided with transistors, rather than tubes, the bid
shall include a number of extra transistors equal to 10§ of the total number
in the installation. Prorated as to type in the same ratio as that speci-
fied for tubes.

4. |n addition there shall be supplied a kit, including drive belts, rubber idler
wheels, potentiometers, volume controls, etc., which by manufagturer's experi-
ence are most |likely to require replacement. A _listing of such parts shall _
be furnished with the proposal. ' f

INTERPRETAT !ON OF SPEC|FICATIONS

Should any bidder be in doubt as to the meaning of any portion of these specifica-
tions, he shall submit his request for interpretation, in writing, to the Standards
and Inspection Section of the Purchase and Contract Division, who will issue an inter-
pretation in writing to aii bidders. To receive consideration, such requests must

be in the hands of the Standards and |nspection Section at least five (5) days prior
to the date established for the bid opening.

GUARANTEE ‘

The bidder is to deliver the system to the owner in first-class operating condition
in every respect, and shall guarantee the apparatus, material, and workmanship for
a period of twelve (l12) months from the time the system is accepted by the owner.
If, during this time any defects should develop which are attributed to defective
materials, negligence or workmanship, the bidder shall furnish such new materials
as are necessary and shall repair said defects as required to restore the system
toc good operating order at his own expense. He shall make these repairs promptly
upon receipt of notice of such defects from the purchaser or his representative.
There shall be included during the period of the guarantee, a quarterly inspection
of the system at which time there shall ‘be performed such service as might be re-
quired to keep the system in first ciass operating condition.

JNSPECTION, ACCEPTANGE, AND PAYMENT

When the instaliation has been in use for a period of thirty (30) days, as specified
under |V, A, 8 the bidder may request an inspection. Upon receipt of such request,
the Division of Purchase and Contract will schedule the inspection as soon as it can
be arranged to the convenience of all parties concerned.

If the results of this inspection revesal that the system has been installed in
substantial compliance with the requirements of the specifications, acceptance

can be made and payment authorized in full; however, if sufficient discrepan-

cies are noted to warrant withholding acceptance, but if they are of a minor nature
sufficient to permit satisfactory continued use of the system, conditional acceptance
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may be given and the purchaser may make paymeat in the amount of 85% of the contract
for continued use of the laboratery. In which. case, the bidder shall arrange with

the purchaser a convenient *ime for clearing discrepancies and placing the instal=
lation in an acceptable condition- -

A follow-up inspection will be conducted, arranged as specified above, and if the

system is thus found fo be in substantial compiiance, acceptance can be made and
paymert in full will be authorized. '

et
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March 31, 1964

APPEKDIX A
TO
LANGUAGE LABORATORY SPECIF ICAT IONS
SUPPLEMENTARY REQU IREMENTS
FOR
LINE VOLTAGE SOURCE WIRING

. SQOPE_AND CONNECTING SOURCE

A. The scope shall include the panel board and breakers, any required disconnecting
means, teeders, conduit system, brench circuit wiring and receptacics all as
more fully specifie¢ hereinafter or 2s shown on any accompanying drewings,

B. Where the electricel connection is to an existing penel board, circuit protec-
t+ive devices shall be free of any other load. |f, to meet this requi-ement,
new protective devices are required and can be fitted intfo existing spare spaces
in the pane!, such devices shall be a type designed to fit snd rated at
20 smperes.

C. Where the connection is Yo an adequate source but no spare protective devices
or spaces are available, provide a surface mounted NLAB panel board with suf-
ticient protective devices to meet the load requiraments in the same room where
the laboratory is to be installed, Connest to feeder conductors in gutter of
existing panel using 02 type "T" cable taps with type "TC" cable ®ap covers.
Taps to be same size as feeders, Extend feeder in most dicect route fo the new
panel location.

D, Where capacity is unaveilable at the closest pane! source, provide a feeder
protective device metching existing equipment where possible or a surface mounted
. separately enclosed bresker or switch adjacent to the nearest sou ce of sufficient
o capacity - even though it meens locating adjacent to the main entrance service
j tor the bullding, Feeder from this source shall supply a panel in the labora-
tory area as specl!fied under C above.

1. JNSTALLALION

All wiring, uniess indicated otherwise, shall be installed exposed in rigid conduit
or metallic tubing, hot dipped galvanized, zinc metallized, or sherardized. Runs

; shal| generally parsllel walls and near ceilings and shall be adequately supported
approx'mately 6 feet on centers, and at changes In direction using approved one hole
or U clamps secured with lead expansion shields and bolts, Tampins, or similar
approved devices, |f EMT is used it shall be assemblied with hex nut, threaded,
compression type connectors, The equipment ground shall be maintained continuous,
in any case,

Generally, feeder wiring #8 AWG and larger shall be type RH and branch circuit wir-
ing, #10 and |2 AWG, shall be type TW 600 volt insulated. Joints, faps and splices
in feeder conductors #8 AWG and larger shall be made using meachanical means and in
brench ¢ircuit conductors #10 and #12 ANG shal| be made by soldering, using a
non-gorrosive flux by the hot dip method. All connections shall be electrically
end mechenically secure and installed equal to or exceeding the conducter capacity

oL
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in each instance. Taps, splices, joints and any ot'»r sections of wiring regyire 1
ing taping shall be taped with at least two layers of approved gum rubber tape '
iaid on with one haltf lap followed by at least one layer of friction or plastig

tape similarly applied.

QUTLET BOXES

Outlet boxes shall b3 installed in a rigid manner using wood screws on wood,
expansion shidlds or concrete o- masonry or machine screws on metal work. Ouflet
boxes shall be one piece, stemped, galvanized, of code gauge sheot meta!, with
appropriate knockcute, size |-7/8" deep by 2-1/8" wide by 4" long with device
mounting "ears" turned in. Ccvers shall te by the same mgnutacturer to match the
device installied in the box. Blar! covers shail be installed where no devices sre
in the boxes.

Pu!! boxes shs!l! be of code gauge galvanized sheet metal =~ not less than minimym
size recommended by the National Electrical Code. Boxes shall be finished with
screw fasteaed covers. Ail pull boxes shall be located in an occessible manner,

RECEPTACLES

All receptacies shall be of the duplex type, ratea at |5 amperes, 125 voits and
shall be grounding type, equal to Bryart, AH&H, or Hubbell No, 5242,

PANEL._GOARD

New panel| shall be located in the same area as the labcoratory installation, Thy
panel shall be surface mounted with NLAB type breakers, shall have main lugs only
Aith solid neutral. The panel sha!l inc~ vorate sufficient protective devices to
meet the load requirement. |f the minimum number of protecTive devices in the danel
are in excess of load requirements then the minimum size panel will be furnished,
The electrical characteristics of the panel selected shall match the chorscteristics
of the electrical system in the building in which it will be installed,

IESTS

All equipment shall be placed in operation and the electrical system shall be proven
satisfactory for operation and free of defects. Any defects discovered shal| bo
promptiy corrected.

JHOPECT | ON

For installations at State institutions a State Electrical inspection Certitficate
wiil be required from the contractor prior to authorization of finel payment, The
contractor shall notify the State Electrical Inspectcr that the work is ready for
tfinal inspection. No inspection fees are required nor shai| any such fees be
included in the bid.

For installations in public school units, the iocal electrical inspector shall provide
the inspection certificate.

z
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FORM OF PERFORMANCE BOND

KNOW ALL MEN BY THESE PRESENTS, THAT we

hereinafter called the "Principal' and

a corporation incorporated under the laws of the State of

hereinafter called the "Surety'", are held and firmly

bound unto the in the full and jusv sum

of

Dollars (§ ),

lawful money of the United States of America, To be paia 7o the said

, iTs successors, or ifts assigns for which

rayment well and truly fo be made and done we bind ourselves, our heirs,
executors, administrators, and successors, jointly and severally, firmly by

these presents. Sealed with our seals and dated this day of

A.D., I9 .

WHEREAS, the above bonded "Principal'" has entered into a contract with

The said bearing the date of day

of , 19 . A copy of which said con*racT is

incorporated herein by reference and is made a part hereof as if fully copied
herein:
For the full and complete execution of work in connection with the

Language Labocratory installation covered by the contract. Bid No.

NOW THEREFORE, the conditions of this obligation are such +hat the above

bonded "Principal", as contractor, shall in all respects comply with the terms

of the contract and conditions of said contract, and his, their, and itfs obli-




FORM OF PERFORMANCE BOND
Continued
Page 2
gations thereunder, including the specifications and plians therein referred
toc and made part thereof, and such alteration as may be made in said specifi-
cations and plans as therein provided for, and shall well and truiy, and in

a manner satisfactory to the and The

complete the work confracted for within the time stipulated in the contract

and shall save harmless The from any ex-

pense incurred through the faiiure of said Contractor fo complete the work as
specified, and from any damage growing out of fhe carelessness of said con-

4 tractor, or his, their or its servant, and from any liability for payment of
wages or salaries due or for materiai furnished said Contractor, and shall
weil and truly pay ull and every person furrishing material, or performing
labor in and about the construction of said improvement work, all and every
sum or sums of morey due him, them, or any of them, for all such labor and
materials for which The Contractor is liable; and also shall save and keep

harmless the said against and from all los-

ses to it from any cause whatever, including patent, trademark and copyright
infringements in the manner of constructing said project, then this obiigation

shall be void, or otherwise to be and remain in full force and virtfue,

Prcvided, however, that no suit, action or proceeding by reason of any
default whatever shall be brought on this Bond after 1welve (i2) montns from

the day on which the final payment under the Contract falls due.
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And provided further the said surety, for value received, hereby stipu-
iates and agrees that no change, extension of time, alferations or addition
to the terms of Contract or to the work to be performed thereunder or the
specifications accompanying the same shall in any way effect its obligations
on this bond, and it does hereby waive notice of any such change, extension
of time, alteration or addition to the terms of the Contract or to the work

or to the specifications.

This obligation shall remain in full force and effect until the perform-
ance of all convenants, terms, and conditions herein stipulated, and after such

performance it shall become null and void.

IN TESTIMONY WHEREOF witness the hands and seals of the parties hereto on

this day of 19
Executed in counterparts.
(Witness as to Contractor) (Contractor)
By
(Witness as o Surety) (Surety Company)
Countersigned: By

(Licensed Resident Agent)




